
TECHNICAL DATA

CUBIC POOL/SPA HEATER 

Notes: Rated in accordance with AHRI Stand 1160.
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Quieter OperationQuick Heating

 Top Brand 
Compressor

High Efficiency 
Titanium Coil

FEATURED HIGHLIGHTS

• Stable, safety and silent operation. 
• ON/OFF programmable timer. 
• High-efficiency evaporator and titanium heat exchanger.

• Fan defrosting and low temperature protection. 
• Less energy using than a natural gas or propane heater.
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DIMENSIONS
Units: MM (IN)

This Cube Heater will heat your pool water and keep the 
constant temperature. You only need to relax in the pool 
and it will eliminate the cold feeling around you.

MODEL Test Conditions SHAS12H / 73815 SHAS13H / 738xx SHAS15H / 738xx

INPUT / (KW)

80°F Air, 80% RH,
80°F Water

0.65 0.72 0.78

OUTPUT / (BTU/H) 12500 13500 14500

COP 5.4 5.7 5.4

INPUT / (KW)

80°F Air, 63% RH,
80°F Water

0.65 0.72 0.78

OUTPUT/ (BTU/H) 11600 12500 13000

COP 5 5.2 4.9

INPUT / (KW)

50°F Air, 63% RH,
80°F Water

0.65 0.72 0.78

OUTPUT /(BTU/H) 7800 8500 8900

COP 3.5 3.5 3.4

2.4 2.4 2.4

9 9 9

VOLTAGE 220V/50Hz/1PH 115V/60Hz/1PH 115V/60Hz/1PH

RATED LOAD AMPERES / (A) 3.2 6.3 6.7

COMPRESSOR Rotary Rotary Rotary

HEAT EXCHANGER Titanium Titanium Titanium

FAN DIRECTION Side Side Side

REFRIGERANT R32 R410A R410A

FAN ROTATION SPEED / (RPM) 2400 2400 2400

FAN POWER INPUT / (W) 42 42 42

FAN BLADE DIMENSION / (MM) 200 200 200

WATER CONNECTION / (MM) 32 / 38 32 / 38 32 / 38

OPTIONAL WATER FLOW / (GPM) 6 7 8

MINIMUM-MAXIMUM WATER FLOW/(GPM) 3-11 3-11 3-11

18/20 18/20 18/20

NOISE LEVEL /(DB(A))(1M) 44 44 44

UNIT NET DIMENSION (L/W/H) / (MM) 385/300/377 385/300/377 385/300/377

UNIT SHIPPING DIMENSION (L/W/H) / (MM) 450/400/440 450/400/440 450/400/440

SPA

POOL
ADVISED VOLUME （m3）

NET WEIGHT/GROSS WEIGHT (KGS)


